[bookmark: _GoBack]Chapter Five
CONCLUSION AND RECOMMENDATION
5.1 Conclusion
This study successfully achieved its aim of developing a hybrid drying system tailored to the drying needs of smallholder cocoa producers. A hybrid dryer that integrates direct solar radiation with a solar-powered airflow mechanism was designed and fabricated using locally available materials, ensuring both cost-effectiveness and accessibility. The performance evaluation of the system revealed that both the mass of cocoa beans and the air flow rate significantly influenced drying outcomes.
Drying rate ranged between 0.024 and 0.042 kg/h, while drying efficiency varied from 78.3% to 96.3%. ANOVA results confirmed that both process variables—sample mass and airflow—had statistically significant effects (p < 0.0001) on both drying rate and drying efficiency, with the mass of sample having a stronger influence in both cases. The response surface plots further validated these trends, showing optimal performance at higher sample mass and moderate air flow rates (0.4–0.5 kg/h). These results underscore the importance of balancing throughput and energy input in dryer design and operation.
Overall, the hybrid dryer proved to be a reliable, efficient, and affordable drying solution for cocoa beans, with the potential to improve drying quality, reduce post-harvest losses, and enhance income stability for smallholder farmers. Its simplicity of design and use of local materials further support its adoption in rural agricultural settings.
5.2 Recommendations
1. Optimization for Field Use:
Further studies should explore optimizing the hybrid dryer under varying weather and environmental conditions to enhance its adaptability for year-round use by smallholder farmers.
2. Incorporation of Thermal Storage:
To improve drying continuity during cloudy periods or at night, the system can be enhanced with thermal energy storage materials or a backup bio-fuel/solar battery unit.
3. Economic and Quality Assessment:
A cost-benefit analysis and quality assessment of cocoa dried using the hybrid system versus traditional methods should be conducted to establish market advantages and economic viability.
4. Scale-Up and Dissemination:
The design should be scaled up or modularized for cooperative or community-based use. Government agencies and NGOs should also be engaged for pilot testing, training, and wider dissemination.
5. Applicability to Other Crops:
The dryer’s applicability should be tested for other moisture-sensitive agricultural products such as plantain, chili pepper, or grains, to expand its utility and impact.

