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First mathematical expression for the 12.5kg cylinder 
Volume calculation=πr^2h
Mass=12.5kg
Radius=30.5m
Height=60.1m
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CHAPTER 1

1.0 : introduction on gas cylinder cage 

Industrial Storage Cabinets are used in a variety of industrial environments to store gas cylinders, such as factories, warehouses, power stations, laboratories, workshops and more. Examples of gas cylinders that are commonly stored in safety cabinets include LPG cylinders, acetylene cylinders, aerosol cans, forklift gas bottles and other compressed gas cylinders.
1.1 Background of gas cylinder cage 

Gas cylinders are used in a variety of industries, including manufacturing, healthcare, and construction. These cylinders contain compressed gases that can be dangerous if not handled properly. To prevent accidents and ensure the safety of workers and the public, it is important to use gas cylinder cages. These cages are designed to securely store gas cylinders and prevent them from being damaged or causing harm.



On-Site Use:

Gas cylinder cages are essential for on-site use, especially in industries that rely heavily on these cylinders. For example, construction sites often use gas cylinders to power tools and equipment. These cylinders can be a hazard if they are knocked over or damaged in some way. A gas cylinder cage provides a secure storage solution that prevents cylinders from tipping over or being damaged by other equipment.



In addition to preventing accidents, gas cylinder cages also help to prevent theft. Gas cylinders can be expensive, and some people may be tempted to steal them. A gas cylinder cage provides a secure storage solution that makes it difficult for thieves to access the cylinders.


Industrial use:

Gas cylinder cages are also important in industrial settings. Many manufacturing facilities use gas cylinders to power machinery and equipment. These cylinders can be dangerous if they are not handled properly. A gas cylinder cage provides a secure storage solution that prevents cylinders from being damaged or causing harm.
In addition to preventing accidents and theft, gas cylinder cages also help to prevent contamination. Gas cylinders can be contaminated if they are exposed to certain chemicals or substances. A gas cylinder cage provides a secure storage solution that prevents contamination from occurring.

Hospitals:

Gas cylinder cages are also used in hospitals. Many medical gases, such as oxygen and nitrous oxide, are stored in gas cylinders. These gases are essential for patient care, but they can be dangerous if they are not handled properly. A gas cylinder cage provides a secure storage solution that prevents cylinders from being damaged or causing harm.


 
1.2: Aims and objectives of fabrication of a gas cylinder cage

The aims and objectives of a gas cylinder cage are:

*Primary Objectives*
1. *Safety*: To provide a secure and stable storage solution for gas cylinders, reducing the risk of accidents and injuries.
2. *Protection*: To protect the gas cylinders from damage, tampering, or unauthorized access.
3. *Organization*: To keep gas cylinders organized, easily accessible, and identifiable.

Regulations: Research applicable standards, such as OSHA (29 CFR 1910.253 for welding gases), NFPA 55 (Compressed Gases), or local codes. For transport, check DOT regulations.

Capacity: Decide how many cylinders the cage will hold (e.g., 4, 8, or more).

Environment: Consider indoor vs. outdoor use (weather resistance, ventilation) and whether the cage needs to be mobile (wheels) or stationary.

*Secondary Objectives*
1. *Compliance*: To comply with regulatory requirements and industry standards for gas cylinder storage.
2. *Space optimization*: To optimize storage space, allowing for more efficient use of facilities.
3. *Security*: To prevent theft or misuse of gas cylinders.
4. *Environmental protection*: To prevent gas cylinder leaks or spills that could harm the environment.

*Overall Aim*
The overall aim of a gas cylinder cage is to provide a safe, secure, and organized storage solution for gas cylinders, minimizing risks and ensuring compliance with regulatory requirements.



1.3:  Scope of the study of fabrication of gas cylinder cage 


The scope of the study of a gas cylinder cage includes:

*Primary Focus*
1. *Design and construction*: Investigating the design and construction of gas cylinder cages, including materials, dimensions, and structural integrity.
2. *Safety features*: Examining the safety features of gas cylinder cages, such as ventilation, locking mechanisms, and protective coatings.
3. *Storage and handling*: Studying the storage and handling practices of gas cylinders within the cage, including capacity, accessibility, and security.

*Secondary Focus*
1. *Regulatory compliance*: Investigating the compliance of gas cylinder cages with relevant regulations, standards, and guidelines.
2. *Risk assessment*: Conducting a risk assessment of gas cylinder cages, including potential hazards, consequences, and mitigation strategies.
3. *Maintenance and inspection*: Examining the maintenance and inspection requirements of gas cylinder cages, including schedules, procedures, and record-keeping.

*Overall Objective*
The overall objective of the study is to provide a comprehensive understanding of gas cylinder cages, including their design, safety features, storage and handling practices, regulatory compliance, risk assessment, and maintenance and inspection requirements.



1.4: Literature review history of fabrication of gas cylinder cage 

The history of gas cylinder cages dates back to the early 20th century, when gas cylinders were first widely used in industrial and commercial applications.

*Early Developments (1900s-1940s)*
1. *Basic storage*: Initially, gas cylinders were stored in simple racks or stands, with little attention paid to safety or security.
2. *Introduction of cages*: As the use of gas cylinders increased, cages began to be used to store and secure them. These early cages were often made of wood or metal and provided basic protection.

*Mid-20th Century Advancements (1950s-1980s)*
1. *Standardization*: The introduction of standardized gas cylinder sizes and valve types led to the development of more specialized cages.
2. *Improved materials*: The use of durable materials like steel and aluminum became more widespread, allowing for the construction of stronger and more secure cages.
3. *Safety features*: Cages began to incorporate safety features like ventilation, locking mechanisms, and protective coatings.

*Modern Developments (1990s-Present)*
1. *Regulatory compliance*: The introduction of regulations and standards governing gas cylinder storage led to the development of cages that meet specific safety and security requirements.
2. *Advanced materials*: The use of advanced materials like fiberglass and composite materials has led to the creation of lighter, stronger, and more corrosion-resistant cages.
3. *Customization*: Modern cages can be customized to meet specific industry or application requirements, such as hazardous environments or high-security facilities.

*Conclusion*
The history of gas cylinder cages reflects the evolving needs of industries that use gas cylinders. From basic storage to advanced, customized solutions, gas cylinder cages have become an essential component of safe and secure gas cylinder storage.
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Chapter 2

2.1:  Types of Fabrication of gas cylinder cage 

Gas cylinder cages are fabricated using a variety of methods, including welding, steel mesh, and hot-dip galvanizing. 
Welding 
Seam welding: Used to create a secure, leak-proof seam along the cylinder's longitudinal seam
Handle and base ring welding: Used to attach the cylinder's handles and base ring
Valve boss welding: Used to attach the valve boss to the top of the cylinder
Steel mesh
Used for the sides and doors of gas cylinder cages to provide ventilation and prevent gas buildup 
Can be used in industrial rigid folding stackable containers 
Hot-dip galvanizing 
Used to create heavy duty gas cylinder cages
Other fabrication methods 
Modular design: Allows for expanding the storage capacity as needed
Zinc-coating: Used to ensure resistance to weather and corrosion
Safety locking system: Prevents unauthorized access
Flat-packing: Used for easy on-site construction
Pre-drilled: Used to allow secure floor fixing
Gas cylinder cages are used to protect people and property from the hazards of highly pressurized gases. 

2.2:  Advantages and disadvantages of gas cylinder cage 


A gas cylinder cage offers significant advantages in terms of safety by protecting gas cylinders from physical damage, preventing accidental spills, and ensuring compliance with regulations, but potential disadvantages include added cost, potential for improper usage if not secured correctly, and limited accessibility when needed to access individual cylinders within the cage. 


Advantages of a gas cylinder cage:
Enhanced Safety:
The primary benefit of a gas cylinder cage is the increased safety it provides by preventing cylinders from falling, colliding, or being struck by other objects, significantly reducing the risk of leaks or damage. 
Protection from Environmental Factors:
Cages shield cylinders from extreme temperatures, moisture, and UV radiation, which can negatively impact their integrity and lifespan. 
Compliance with Regulations:
Most industrial and commercial settings require gas cylinders to be stored in secure cages to meet safety standards and regulations. 
Organization and Containment:
Cages help maintain order in storage areas by keeping cylinders neatly contained and preventing them from rolling around. 
Theft Deterrent:
A secure cage can deter theft of valuable gas cylinders. 


Disadvantages of a gas cylinder cage:
Added Cost:
Implementing a gas cylinder cage system adds an extra expense to the overall storage setup.
Limited Accessibility:
Accessing individual cylinders within a cage can be inconvenient, especially if the cage is densely packed or poorly designed.
Potential for Misuse:
If not properly secured, a cage might be accidentally moved or tipped over, potentially causing damage to the cylinders.
Space Constraints:
Depending on the cage design and the number of cylinders, a cage can take up considerable storage space.
Maintenance Concerns:
Regular inspections and maintenance of the cage to ensure its structural integrity are necessary. 

2.3: Types of gas cylinder cage 


Gas cylinder cages come in many types, including cabinets, stillage cages, racks, and modular cages. They are used to store and transport gas cylinders safely. 
Types of gas cylinder cages

Gas cylinder cabinets: Independent structures that can be moved around a facility and come in different sizes 

Gas cylinder stillage cages: Secure storage solutions that can be transported by crane or forklift 

Gas cylinder racks: Cages that can store and transport compressed gas cylinders 

Modular gas cages: Galvanized cages that can be bolted together and are quick and easy to erect and dismantle 

Aluminium gas cylinder storage cages: 100% welded aluminium lockers that are designed to store and handle LPG and compressed gases 

Uses of gas cylinder cages 
Storing gas cylinders and associated equipment on building sites and mines
Keeping, protecting, and transporting cylinders around a worksite
Safely storing and handling LPG and compressed gases in cylinders


2.4:  Factors to consider before fabrication of a gas cylinder cage 


Before fabricating a gas cylinder cage, several factors should be considered:

*Safety Factors*
1. *Material selection*: Choose materials that are durable, corrosion-resistant, and suitable for the intended environment.
2. *Structural integrity*: Ensure the cage is designed to withstand various loads, including wind, seismic, and impact forces.
3. *Ventilation*: Provide adequate ventilation to prevent the accumulation of flammable gases.
4. *Fire resistance*: Consider using fire-resistant materials or designing the cage to meet specific fire-resistance ratings.

*Regulatory Factors*
1. *Compliance with regulations*: Ensure the cage meets relevant regulations, standards, and guidelines, such as OSHA, ASME, or local building codes.
2. *Permitting and approvals*: Obtain necessary permits and approvals before fabrication and installation.

*Operational Factors*
1. *Cylinder size and type*: Design the cage to accommodate the specific size and type of gas cylinders to be stored.
2. *Accessibility*: Ensure easy access to the cylinders for maintenance, inspection, and replacement.
3. *Security*: Consider adding security features, such as locks or fencing, to prevent unauthorized access.
4. *Maintenance*: Design the cage to facilitate easy maintenance, including cleaning and inspection.

*Environmental Factors*
1. *Weather resistance*: Ensure the cage is designed to withstand various weather conditions, including rain, snow, and extreme temperatures.
2. *Corrosion protection*: Apply corrosion-resistant coatings or use materials that can withstand corrosive environments.
3. *Drainage*: Provide adequate drainage to prevent water accumulation and reduce the risk of corrosion.

*Cost Factors*
1. *Material costs*: Consider the cost of materials, including the frame, panels, and accessories.
2. *Fabrication costs*: Estimate the cost of fabrication, including labor and equipment expenses.
3. *Installation costs*: Consider the cost of installation, including site preparation and transportation expenses.

By considering these factors, you can design and fabricate a gas cylinder cage that meets safety, regulatory, operational, environmental, and cost requirements.


2.5:  Types of gas cylinder 



There are several types of gas cylinders, classified based on their:

*Material*
1. *Steel cylinders*: Made from steel, these cylinders are durable and resistant to corrosion.
2. *Aluminum cylinders*: Lightweight and corrosion-resistant, aluminum cylinders are often used for portable applications.
3. *Fiber-reinforced polymer (FRP) cylinders*: Made from a composite of fibers and polymers, these cylinders are lightweight, corrosion-resistant, and suitable for high-pressure applications.

*Size*
1. *Small cylinders*: Typically used for laboratory, medical, or portable applications, these cylinders have a capacity of up to 10 liters.
2. *Medium cylinders*: Used for industrial and commercial applications, these cylinders have a capacity of 10-50 liters.
3. *Large cylinders*: Used for high-volume applications, such as industrial processes or bulk storage, these cylinders have a capacity of over 50 liters.

*Valve Type*
1. *CGA (Compressed Gas Association) valves*: Used for industrial and medical applications, these valves meet specific safety standards.
2. *DIN (Deutsches Institut für Normung) valves*: Used for European applications, these valves meet specific safety and performance standards.
3. *JIS (Japanese Industrial Standard) valves*: Used for Japanese applications, these valves meet specific safety and performance standards.

*Gas Type*
1. *Oxygen cylinders*: Used for medical, industrial, and welding applications.
2. *Nitrogen cylinders*: Used for industrial, laboratory, and food processing applications.
3. *Argon cylinders*: Used for welding, cutting, and shielding applications.
4. *Carbon dioxide cylinders*: Used for food and beverage, medical, and industrial applications.
5. *Helium cylinders*: Used for balloon inflation, medical, and industrial applications.

*Pressure Rating*
1. *Low-pressure cylinders*: Rated for pressures up to 2000 psi (137 bar).
2. *Medium-pressure cylinders*: Rated for pressures between 2000-5000 psi (137-345 bar).
3. *High-pressure cylinders*: Rated for pressures above 5000 psi (345 bar).

These classifications help determine the correct cylinder type for specific applications, ensuring safe and efficient use.
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3.1:  The materials that is required in the fabrication of a gas cylinder cage 


To fabricate a gas cylinder cage, the primary material needed is mild steel sheet metal (often referred to as "structural steel"), which is typically used to create the cage's frame, walls, and door, with additional components like reinforcing bars, hinges, locking mechanisms, and fasteners made from similar steel alloys depending on the design and desired strength level. 


Key points about the materials used:
Steel type:
Most gas cylinder cages use mild steel due to its balance of strength and affordability. 
Galvanization:

To enhance corrosion resistance, the steel components are often hot-dip galvanized, providing a protective zinc coating. 
Other components:
Angle iron: Used for structural support, creating corners and reinforcing the cage frame. 

Flat bar: Can be used for additional reinforcement or to create specific cage features.
 
Mesh panels: Sometimes incorporated for ventilation while still providing containment. 

Hardware: Bolts, nuts, screws, and other fasteners needed for assembly. 


3.2:  Properties of materials used in the fabrication of gas cylinder cage 

The properties of materials used in the fabrication of gas cylinder cages are crucial for ensuring the safety and durability of the cage. Here are some common materials used and their properties:

*Steel*
1. *Strength*: High tensile strength (up to 1000 MPa) and yield strength (up to 500 MPa).
2. *Durability*: Resistant to corrosion, wear, and tear.
3. *Cost*: Relatively low cost compared to other materials.
4. *Weldability*: Easy to weld and fabricate.

*Aluminum*
1. *Lightweight*: Low density (approximately 2.7 g/cm³) makes it ideal for portable applications.
2. *Corrosion resistance*: Naturally resistant to corrosion, but may require additional coatings for harsh environments.
3. *Strength*: Moderate tensile strength (up to 600 MPa) and yield strength (up to 300 MPa).
4. *Cost*: Higher cost compared to steel.

*Fiber-Reinforced Polymer (FRP)*
1. *Lightweight*: Low density (approximately 1.5-2.5 g/cm³) makes it ideal for portable applications.
2. *Corrosion resistance*: Resistant to corrosion, chemicals, and UV light.
3. *Strength*: High tensile strength (up to 1000 MPa) and yield strength (up to 500 MPa).
4. *Cost*: Higher cost compared to steel and aluminum.

*Stainless Steel*
1. *Corrosion resistance*: Highly resistant to corrosion, especially in harsh environments.
2. *Strength*: High tensile strength (up to 1000 MPa) and yield strength (up to 500 MPa).
3. *Durability*: Resistant to wear, tear, and fatigue.
4. *Cost*: Higher cost compared to steel and aluminum.

*Other Materials*
1. *Wood*: May be used for non-structural components, such as shelves or panels.
2. *Plastics*: May be used for non-structural components, such as covers or containers.
3. *Coatings*: May be applied to steel or aluminum to enhance corrosion resistance or aesthetics.

When selecting materials for a gas cylinder cage, consider factors such as:

1. *Environmental conditions*: Temperature, humidity, exposure to chemicals or corrosive substances.
2. *Load and stress*: Weight of the cylinders, wind, seismic, or impact forces.
3. *Safety and regulations*: Compliance with relevant regulations, standards, and guidelines.
4. *Cost and budget*: Balance between material cost, fabrication cost, and overall project budget.
5. *Aesthetics and design*: Visual appeal, ease of use, and functionalities


3.3:  Fabrication procedures of gas cylinder cage 


Steps
Material procurement: High-quality steel sheets are sourced from reputable suppliers and undergo quality checks. 
Sheet cutting: Hydraulic shearing machines cut the steel sheets into specific shapes and sizes. 
Pressing and deep drawing: Hydraulic presses gradually form the flat sheets into a cylindrical shape. 

Welding: The cylindrical shape is welded using various welding techniques, including seam welding. 

Post-weld heat treatment: The cylinders undergo heat treatment after welding. 
Surface preparation: The cylinders undergo surface preparation, including zinc metal spraying and painting. 

Internal cleaning and drying: The cylinders are cleaned and dried internally. 

Valving and torque application: The cylinders are fitted with valves and torqued. 

Tare weighing: The cylinders are weighed. 
Water capacity checking: The cylinders are checked for water capacity. 

Testing and examination: The cylinders are tested and examined. 

Stamp markings and labeling: The cylinders are stamped and labeled. 


3.4:  Procedure in summary of a gas cylinder cage 


A gas cylinder cage procedure typically involves securely storing gas cylinders within a designated, enclosed area with proper ventilation, ensuring cylinders are upright, properly secured against movement, clearly labeled, and separated based on gas type, all while following safety protocols like wearing protective gear and maintaining a designated storage area away from ignition sources. 

Key steps in a gas cylinder cage procedure:

Preparation:
Select a designated, well-ventilated storage area for the cage. 
Ensure the cage is structurally sound and meets safety standards. 
Wear appropriate personal protective equipment (PPE) like gloves and safety glasses. 

Cylinder Handling:
Visually inspect each cylinder for damage, leaks, or expired labels. 
Use proper lifting techniques to transport cylinders to the cage, avoiding dragging or dropping. 
Securely fasten cylinders within the cage using designated brackets or straps to prevent movement. 

Storage Organization:

Separate cylinders based on gas type, ensuring incompatible gases are not stored together. 
Clearly label each cylinder with the gas type and relevant information. 
Implement a "First In, First Out" (FIFO) system for cylinder rotation. 

Safety Measures:

Maintain proper ventilation within the storage area to prevent gas buildup. 
Keep the cage door securely closed when not in use. 

Post clear signage regarding safety protocols and emergency procedures. 
Regularly inspect the cage and cylinders for any signs of damage or deterioration. 
Important Considerations:
Gas Compatibility:

Always check manufacturer guidelines for proper gas separation within the cage.
Fire Safety:

Ensure the storage area is located away from potential ignition sources like open flames or electrical equipment.

Emergency Procedures:

Establish clear procedures for handling leaks or emergencies related to gas cylinder storage. 

3.5:  Fabrication operations 



Fabrication operations are the processes used to shape, cut, or mold materials into items. These operations include cutting, forming, punching, stamping, shearing, and welding. 

Fabrication operations

Cutting: A machine applies force to a flat metal workpiece 

Forming: A method of constructing, building, forging, and uniting parts or structures 

Punching: A punch press creates holes in the metal workpiece 

Welding: A part of the fabricating process that joins pieces of metal together 

Bending: A complex process with many variables that can lead to defects if not controlled properly 

Assembly: Uses parts or components made specifically for the purpose 
Fabrication process

Fabrication is the overall process of manufacturing metal. The time required to produce a part depends on its complexity, the procedures involved, and the workload of the machine shop. 



3.6 :  Welding joints


Welding joints are connections between pieces of metal that are created by welding. There are many types of welding joints, including edge, lap, tee, butt, corner, and bevel groove joints. 

Types of welding joints

Edge joint: A weld between two pieces of metal along their edges. This joint is often used in sheet metal fabrication. 

Lap joint: A common joint in laser welding. 
Tee joint: A joint shaped like the letter "T" that is formed by two welded members at 90-degree angles.
 
Butt joint: A joint formed when two metal pieces are placed in the same plane and joined along their edges. 

Corner joint: A joint that involves two pieces that are fused at a 90-degree angle. 
Bevel groove weld: A joint used to create a strong joint between two pieces of metal that are at an angle to each other. 

When choosing a welding joint, you should consider the material, thickness, welding process, and intended use of the weld


3.7 : precautions against any other risk when fabricating a gas cylinder cage 

When fabricating a gas cylinder cage, consider the following precautions to mitigate additional risks:

*Structural Integrity*
1. *Design for strength*: Ensure the cage is designed to withstand various loads, including weight, impact, and environmental factors.
2. *Material selection*: Choose materials that meet or exceed relevant standards (e.g., ASME, ASTM) for strength, durability, and corrosion resistance.
3. *Welding and assembly*: Follow proper welding and assembly techniques to prevent weaknesses or defects.

*Safety Features*
1. *Secure cylinder retention*: Design the cage to prevent cylinders from shifting or falling during transport or storage.
2. *Ventilation and drainage*: Ensure adequate ventilation and drainage to prevent moisture accumulation and potential corrosion.
3. *Protective coatings*: Apply protective coatings or linings to prevent corrosion and damage.

*Handling and Transportation*
1. *Proper lifting and handling*: Design the cage for safe lifting and handling, with secure attachment points and balanced weight distribution.
2. *Transportation restraints*: Ensure the cage is properly restrained during transportation to prevent shifting or detachment.

*Regulatory Compliance*
1. *Comply with standards*: Adhere to relevant industry standards (e.g., ASME, DOT, ISO) for gas cylinder cages.
2. *Local regulations*: Familiarize yourself with local regulations and codes governing gas cylinder storage and transportation.

*Environmental Considerations*
1. *Corrosion protection*: Protect the cage from corrosion, especially in harsh environments or when storing cylinders containing corrosive gases.
2. *Weather resistance*: Design the cage to withstand various weather conditions, including extreme temperatures, humidity, and precipitation.

*Quality Control and Testing*
1. *Inspect materials and workmanship*: Regularly inspect materials and workmanship to ensure quality and detect potential defects.
2. *Testing and certification*: Conduct testing and obtain certification from relevant authorities or third-party organizations to verify the cage's safety and performance.



3.8:  problems encountered when fabricating a gas cylinder cage 



When fabricating a gas cylinder cage, you may encounter the following problems:

*Design and Planning Issues*
1. *Inadequate space for cylinders*: Insufficient space for cylinders, valves, and protective caps.
2. *Inadequate ventilation*: Poor ventilation design, leading to moisture accumulation and corrosion.
3. *Incompatible materials*: Using materials that are not compatible with the gas cylinders or environmental conditions.

*Fabrication and Welding Issues*
1. *Warped or distorted frames*: Frames that are not properly aligned or welded, leading to structural weaknesses.
2. *Inadequate weld penetration*: Insufficient weld penetration, leading to weak joints.
3. *Porosity or cracks in welds*: Porosity or cracks in welds, compromising the structural integrity.

*Material and Supply Chain Issues*
1. *Material defects*: Defects in materials, such as cracks, corrosion, or damage during transportation.
2. *Supply chain disruptions*: Delays or shortages in material delivery, affecting fabrication timelines.
3. *Non-compliant materials*: Using materials that do not meet relevant standards or regulations.

*Safety and Regulatory Issues*
1. *Non-compliance with regulations*: Failure to meet relevant regulations, standards, or codes.
2. *Inadequate safety features*: Insufficient safety features, such as protective coatings or ventilation.
3. *Lack of proper labeling*: Inadequate labeling or signage, leading to confusion or accidents.

*Quality Control and Testing Issues*
1. *Inadequate inspection*: Insufficient inspection or testing, leading to undetected defects.
2. *Inadequate testing procedures*: Inadequate testing procedures, leading to incomplete or inaccurate results.
3. *Lack of certification*: Failure to obtain necessary certifications or approvals.

*Environmental and Storage Issues*
1. *Corrosion or damage*: Corrosion or damage due to exposure to harsh environments.
2. *Inadequate storage*: Inadequate storage conditions, leading to damage or degradation.
3. *Pest or rodent infestation*: Pest or rodent infestation, compromising the integrity of cage


3.9: Bills of Engineering Measurement and Evaluation (BEME)


*Bill of Engineering Measurement and Evaluation
*Project: Fabrication of Gas Cylinder Cage*
*Location (Kwara  State Polytechnic ilorin)
*Date: [Insert Date]*
*Scope of Work:*
The scope of work includes the fabrication of a gas cylinder cage to store [insert number] gas cylinders. The cage shall be designed and fabricated in accordance with relevant industry standards and regulations.

*Measurement and Evaluation Criteria:*
1. *Dimensional accuracy*: Verify that the fabricated cage meets the specified dimensions and tolerances.
2. *Material quality*: Inspect the material used for fabrication to ensure it meets the specified requirements.
3. *Welding quality*: Evaluate the welding quality to ensure it meets the specified requirements.
4. *Structural integrity*: Verify that the fabricated cage can withstand the specified loads and stresses.
5. *Safety features*: Inspect the cage to ensure that it includes the required safety features, such as ventilation and locking mechanisms.
6. *Finishing*: Evaluate the finishing of the cage to ensure it meets the specified requirements.

*Evaluation Methodology:*
1. *Visual inspection*: Conduct a visual inspection of the fabricated cage to identify any defects or deviations from the specifications.
2. *Dimensional checks*: Verify the dimensions of the fabricated cage using measuring instruments.
3. *Material testing*: Conduct material testing to verify the quality of the material used for fabrication.
4. *Welding inspection*: Inspect the welding quality using non-destructive testing methods.
5. *Load testing*: Conduct load testing to verify the structural integrity of the fabricated cage.

*Acceptance Criteria:*
The fabricated gas cylinder cage shall be deemed acceptable if it meets the following criteria:

1. *Dimensional accuracy*: The fabricated cage meets the specified dimensions and tolerances.
2. *Material quality*: The material used for fabrication meets the specified requirements.
3. *Welding quality*: The welding quality meets the specified requirements.
4. *Structural integrity*: The fabricated cage can withstand the specified loads and stresses.
5. *Safety features*: The cage includes the required safety features.
6. *Finishing*: The finishing of the cage meets the specified requirements.

*Rejection Criteria:*
The fabricated gas cylinder cage shall be deemed rejectable if it fails to meet any of the acceptance criteria.

*Rectification:*
In the event of rejection, the fabricator shall rectify the defects or deviations from the specifications at no additional cost to the client.

*Certification:*
The fabricated gas cylinder cage shall be certified by the fabricator as meeting the specified requirements.

*Warranty:*
The fabricator shall provide a warranty for the fabricated gas cylinder cage for a period of [insert warranty period].

*Payment Terms:*
Payment shall be made in accordance with the following terms:

- [Insert payment terms]

*Conclusion:*
This bill of engineering measurement and evaluation outlines the scope of work, measurement and evaluation criteria, evaluation methodology, acceptance criteria, rejection criteria, rectification, certification, warranty, and payment terms for the fabrication of a gas cylinder cage.

By signing below, the parties acknowledge that they have read, understood, and agreed to the terms and conditions outlined in this bill.

---

Signature of Client: ________________________
Signature of Fabricator: ________________________
Date: ________________________
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4.0: Description of the gas cylinder cage components for a 12.5 kg cylinder


*Main Frame*
1. *Material*: Steel or aluminum alloy
2. *Size*: 1.5 mm or 2 mm thick, 50 mm x 50 mm or 60 mm x 60 mm square tube
3. *Length*: Approximately 1.8 meters (6 feet) to accommodate 12-16 cylinders
4. *Finish*: Powder coated or painted for corrosion protection

*Cylinder Holders*
1. *Material*: Steel or aluminum alloy
2. *Size*: 100 mm x 100 mm x 300 mm (4" x 4" x 12") or customized to fit specific cylinder sizes
3. *Type*: Individual holders or baskets to secure each cylinder
4. *Finish*: Powder coated or painted for corrosion protection

*Cage Panels*
1. *Material*: Steel or aluminum alloy
2. *Size*: 1.5 mm or 2 mm thick, 500 mm x 500 mm (20" x 20") or customized to fit specific cage sizes
3. *Type*: Welded 
4. *Finish*: Powder coated or painted for corrosion protection

*Roof and Floor Panels*
1. *Material*: Steel or aluminum alloy
2. *Size*: 1.5 mm or 2 mm thick, 500 mm x 500 mm (20" x 20") or customized to fit specific cage sizes
3. *Type*: Welded or bolted to the main frame
4. *Finish*: Powder coated or painted for corrosion protection

*Doors and Locking Mechanism*
1. *Material*: Steel or aluminum alloy
2. *Size*: Customized to fit specific cage sizes
3. *Type*: Hinged doors with locking mechanism (e.g., padlock or digital lock)
4. *Finish*: Powder coated or painted for corrosion protection

*Ventilation and Drainage*
1. *Material*: Steel or aluminum alloy
2. *Size*: Customized to fit specific cage sizes
3. *Type*: Ventilation holes or slots to ensure airflow and drainage
4. *Finish*: Powder coated or painted for corrosion protection

*Safety Features*
1. *Material*: Steel or aluminum alloy
2. *Size*: Customized to fit specific cage sizes
3. *Type*: Safety features such as cylinder restraints, safety chains, or anti-tip brackets
4. *Finish*: Powder coated or painted for corrosion protection

*Finish and Coatings*
1. *Material*: Powder coating or paint
2. *Color*: Customized to fit specific requirements (e.g., safety colors or company branding)
3. *Finish*: Smooth, textured, or matte finish

*Certifications and Compliance*
1. *Material*: Compliant with relevant industry standards (e.g., ASME, OSHA, or EN)
2. *Design*: Compliant with relevant industry standards (e.g., ASME, OSHA, or EN)
3. *Manufacturing*: Compliant with relevant industry standards (e.g., ISO 9001 or AS9100)


4.0: General description of the components of gas cylinder cage 


Here is a general description of a cylinder cage:

*Definition*
A cylinder cage, also known as a gas cylinder cage or gas cylinder storage cage, is a specially designed enclosure used to store and transport gas cylinders safely and securely.

*Purpose*
The primary purpose of a cylinder cage is to:

1. *Prevent accidents*: Protect people and surrounding equipment from potential hazards associated with gas cylinders, such as leaks, fires, or explosions.
2. *Ensure safe storage*: Provide a secure and stable environment for storing gas cylinders, preventing them from falling, being damaged, or exposed to extreme temperatures.
3. *Facilitate transportation*: Allow for safe and efficient transportation of gas cylinders, reducing the risk of damage or loss during transit.

*Design and Features*
A typical cylinder cage consists of:

1. *Frame*: A sturdy metal frame, usually made of steel or aluminum, that provides structural support and protection.
2. *Bars or mesh*: Horizontal and vertical bars or mesh panels that secure the gas cylinders in place, preventing them from shifting or falling.
3. *Doors and locking mechanism*: Secure doors that can be locked to prevent unauthorized access or tampering.
4. *Ventilation*: Adequate ventilation to prevent the accumulation of flammable gases or vapors.
5. *Safety features*: Additional safety features, such as cylinder restraints, safety chains, or anti-tip brackets, to prevent accidents and ensure safe handling.

*Materials and Finishing*
Cylinder cages can be made from various materials, including:

1. *Steel*: A popular choice for its strength, durability, and affordability.
2. *Aluminum*: A lightweight and corrosion-resistant option, often used for portable or outdoor applications.
3. *Stainless steel*: A corrosion-resistant and hygienic option, often used in food, pharmaceutical, or medical applications.

The cage can be finished with:

1. *Powder coating*: A durable and corrosion-resistant finish.
2. *Painting*: A cost-effective and customizable finish.
3. *Galvanizing*: A corrosion-resistant finish for steel cages.

*Applications*
Cylinder cages are used in various industries and applications, including:

1. *Industrial gas supply*: Storage and transportation of industrial gases, such as oxygen, nitrogen, and argon.
2. *Medical gas supply*: Storage and transportation of medical gases, such as oxygen and nitrous oxide.
3. *Food and beverage*: Storage and transportation of food-grade gases, such as carbon dioxide and nitrogen.
4. *Laboratory and research*: Storage and transportation of specialty gases, such as helium and hydrogen.


5:0  Conclusion on fabricating a gas cylinder cage 

Gas cylinder cages are designed to protect personnel, prevent theft, and ensure compliance with regulations, making them an essential component of any workspace involving gas cylinders. 

Here's a more detailed breakdown:
Safety:
The cage provides a secure and controlled environment, reducing the risk of accidental damage or mishandling of gas cylinders. 

Security:
Locking mechanisms ensure that only authorized personnel can access the cylinders, preventing theft and unauthorized use. 

Compliance:
Many regulations require the use of gas cylinder cages to ensure proper storage and handling.
 
Organization:
Cages help maintain a tidy and efficient workspace by keeping cylinders neatly stored. 

Protection:
They shield cylinders from environmental factors like dust, moisture, and physical impacts. 
image1.jpeg




image2.jpeg
s oy e





