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CHAPTER ONE
1.0	INTRODUCTION
1.1	BACKGROUND TO THE STUDY
A perimeter is a closed path that encompasses, surrounds, or outlines either a two dimensional shape or a one-dimensional length. The perimeter of a circle or an ellipse is called its circumference. (Wikipedia, 2019). Calculating the perimeter has several practical applications. A calculated perimeter is the length of fence required to surround a yard or garden. The perimeter of a wheel/circle (its circumference) describes how far it will roll in one revolution. Similarly, the amount of string wound around a spool is related to the spool's perimeter; if the length of the string was exact, it would equal the perimeter. Detailing is the act, process, or result of detailing something such as small design elements it's subtle, like detailing on an expensive suit.
Perimeters surveys are cadastral survey in which measurements were taken and plotted in order to produce a register able cadastral instrument. Detail survey is the survey of the positions of permanent natural features within the cadastral boundary. A perimeter survey is a specific type of survey that measures the distance along the boundary lines of your land. A perimeter survey is important to find out the exact location of your property lines and you can also discover if there is any encroachment on your property. Although it might sound like a simple survey where you just need to measure the length of your boundary, in reality it includes many other assumptions and calculations. While the surveyors use this approach, they have to analyze, calculate and measure a wide range of factors which includes but not limits to:
· Boundary monumentation
· Boundary encroachments
· Unresolved conflicts with existing property deeds & maps
· Lines of occupation: fences, walls, hedges, yards, and natural elements (Godfrey Hoffman Hodge, 2013)
	A detail survey is carried out to locate all features on a piece of land. This includes both natural and man-made structures. Natural features include vegetation of all sorts – rocks, trees, stumps and so on. Man-made structures include anything built above the ground – buildings, walls, driveways, utilities and so on.
Another feature of a detail survey is that it takes a look at the elevation of the land. It will collect data regarding points of elevation in the land and any contours on the land.
	If you’re looking at lodging a planning application, a detail survey report is a requirement from the council. A planning application is lodged when you’re choosing to build on your piece of land or if you’re building an extension to an existing property. Another reason to need a detail survey is if you’re having your land valued. This is needed to locate all the features on your land for an accurate value. A detail survey is also handy for builders and architects to plan as they’re aware of where all the land features and structures lay.
      A perimeter survey is important to find out the exits location of the landed property and property determine the extent of such land and also the extent of Encroachment can be evaluated in case of the landed property is in dispute. Perimeter and details survey is a survey that requires transferring of the details on the limits of the heights, depicting all details on the limit of the landed property, which consists of both natural and artificial features. It also refers to a cadastral survey because it contains coordinate all corners point of the boundaries and determination of relative position of both natural and artificial features on the Earth’s surface and addicting them by means of conversation  symbols on the plan.
1.2	STATEMENT OF THE PROJECT
Land dispute among the others land owners is due to irregular boundary line between the project area and neighboring, in other to assist the school authority plan for future expansion and development of the project area, there is need for an up to  date  perimeter and detailing survey.
1.3	AIM OF THE PROJECT
The aim of this project is to carry out perimeter and detailing and to produce a current and comprehensive perimeter and detail plan of Gaa-Immam Secondary School, Ilorin, Kwara state.
1.4	OBJECTIVES OF THE PROJECT
The following objectives are perused to achieve the aim of the project.
· Reconnaissance (office and field)
· Detailing by total station method
· Boundary demarcation
· Computation 
· Plan production 
· Report writing    
1.5	SCOPE OF THE PROJECT
1. To fixed the details within the study area
2. Perimeter traverse to determine the position, shape, and the size of the site
3. To use total station to determine the X and Y coordinate of selected point
4. Data processing
5. Production of plan
6. To write a comprehensive report for the project
1.6	SPECIFICATION OF THE PROJECT
The following are the specification to be ascertain in the project.
i. The conservation station must be inter visible and should established where it  would not be disturbed
ii. The linear accuracy should not be less than 1:5000 
iii. The control check must be done
iv. The angular misclosure for the traverse should not exceed to 30”.
v. Linear measurement should not be recorded to the third decimal places of meter.
1.7	STUDY AREA
The area to be covered by this project is Gaa-Immam Seconadary School, Ilorin South Local Government Area, Kwara state. With longitude and latitude of 080 33’ 33.620” N. 040 38’ 09.802E and 080 33’ 24. 392” N. 040 38’ 09.22 E.
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SATELLITE IMAGERY
Figure1.1: Showing the study area with imagery 
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CHAPTER TWO
2.0	LITERATUREV REVIEW
        According to Godgrey Hoffman Hodge (2013) A Perimeter Survey is a type of land survey that defines the perimeter boundaries of a particular parcel of real estate property. This survey maps a strip along the boundaries using a minimum width of 15 feet. This requires surveying the entire perimeter of the said real estate in order to determine the exact acreage and geometry of the property and identify any easements and encroachments that may be present within the land. This process will require the installation of monuments to mark the boundary corners of the land for future references.
	Perimeter surveying is a type of property survey that determines the particular boundaries of a parcel of real estate. Using specific mathematical, geometric, and physical techniques, professional surveyors arrive at exact figures that take into account the acreage of the site. This includes distances from one point to another, as well as design-prohibitive details like slopes, hills, and heights. Structures such as retaining walls, fences, and hedges are also included.
	The information derived from a perimeter survey can help resolve conflicts between two homeowners who are at odds about land ownership. This is particularly helpful if you’re building a new property, too, as it will prevent builders from encroaching on spaces outside the legal boundaries.
Survey companies perform perimeter surveys using technological equipment that is designed to measure distances and capture information, which can later be virtually downloaded to digital mapping solutions. For a perimeter survey, professionals use pegs to physically mark parcels of no fewer than 15 feet wide. 
	Perimeter surveys are useful for both residential and commercial purposes. Before home builders can break ground, a land surveying company will determine measurements to make sure that the properties will fit on the land and won’t extend onto another property. Commercial enterprises rely on perimeter land surveying before construction of everything from shopping malls to skyscrapers to tunnels.
            Perimeter surveying may be described as the type of surveys made purposely for producing plan showing property boundaries or plan on which area necessary for the assessment of property or land taxes may be computed. It also referred to as legal surveying because such surveyor forms the basis of a statutory registration of ownership and other right land. (dashes, 1987).
	Perimeter can be defined as boarder or outer boundary of two dimensional   figure can also refers to a trip or boundary usually protecting a military position.
	A perimeter is also path that surround a two dimensional shape the word come from a Greek word “peri” means around and “meter” means form may be use either for the path or its  length.
Perimeter surveyor in reality include means other assumption and calculation use of this approach they have to analyses calculation and measure a wide range of factors which includes but not limits to :-
i  boundary monumentation
ii. Boundary enrolment
iii. unresolved complicit wilt  existing property deeds and map.
	This here by involve surveying the entire perimeter of the property to determine the exact geometry and a crease where the legal access to the property is form any easement that might to be registered over the property benefitting adjoining property.
	A perimeter or boundary surveyor is normally carried out on a property that is still define as per the cadastral registration create a surveyor plan that define the boundary. Some techniques and tools are used in perimeter surveyor that include both conventional and modern techniques however most up the surveyor paper to use conjectural surveying tools and techniques that includes bearing and distances or compass and tape although they are considered primitive tools, they still remain an important asset to a land surveyor. Although tape are some minor adjustment and improvement in the compass and tape they still follow the age old concept and techniques. In addition to them, surveyor  will use G P S techniques in a perimeter surveyor which is one of the greatest advancement in the surveyor industry.
              Both of two techniques if carried out by professional an result to details analysis of your property with a small margin or error. Typically, one will prefer use of bearing and distances techniques when working our small distance and use of G P S technology an larger distances.
WAYS OF IMPROVING PERIMETER AND DETAIL SURVEY
With today technologies it is possible to generate personal map and plan on a own computer digital techniques will continue to influence map making enable more rapid production of accurate and current map.
	The earlier in the process the survey in the undertake in the earlier development constraint by the identify in the early stage of the design process to committing significant resources to the project. The detail survey ideally be undertaking prior to preparation of proposal plan. Having a contour and detail survey will provide with all of the site and conditions in a manner which is both accurate and up to date.
	The establishment of mark to control construction or to indicate land boundaries further analyses that surveying has been on essential element in the development of man environment for so many countries that its importance is often forgotten is imperative requirement in a planning and execution of nearby every form of constitution were it principle modern uses are in the field or transportation, building appointment of land and communication inside which man can do without development is to mention in man environment owing to the above stated and confirmed fact below are some notable terminologies we have been defined;
1. Beacons means a permanent survey mark of any kind made of concrete iron or store and include pillars and boundary point so made (SURCON 2009).
2. Demarcation means the defining of the boundary line on the ground by emplacement of property beacons or by such other method as these regulation permit (SURCON 2009). 
3. Boundary means a line marketing the limit of an area or an imaginary line which marks the confines or line of division of two continues plots.
4. Property means something of values that is owned by  someone be it land or parent indeed perimeter and detail survey is greatly hampered by non-availability of good horizontal control, in view of this perimeter and detail survey can be improved upon by establishing basic horizontal control network by geodetic triangulation precise traverse or global positional system (GPS)
Therefore, We were to carryout perimeter and detail survey of Gaa-Immam Secondary School, Ilorin. So as establish the boundary and to have his size, the shape and area covered of the particular area. The detail survey will help to have the map of both natural and artificial feature on both site by using total station method, which is known as third order control have (x, y, z) coordinate the operation that will involved in project execution include the following.
· Reconnaissance both in office and field
· Total station for detail fixating
· Computation 
· Plan production
· Traversing
1. Reconnaissance:- these will involved visiting site and take the coordinate point of site.
2. Total station:- this surveying instrument has two similar but opposite function. We were using total station for fixing detail and run the traverse have accurate measurement and minimize the time taking also for determination of existing relative horizontal and vertical position such as that use for the processing of mapping.
3. Traversing:- this is the measurement of angle between successive line or bearing of each line and the length of each line in a sequential order  (Dashes 1987).



CHAPTER THREE
3.0	METHODOLOGY
This chapter basically describes the methods and principles adopted in carrying out the project work. The execution of this project was based on the following basic principles of survey.
· The principle of working from whole to part.
· The principle of choosing the method of survey that is most appropriate to get the desired result.
· The principle of provision of adequate checks to meet the required accuracy.
The processes adopted include:
· Reconnaissance
· Test of instrument
· Control check
· Traversing (perimeter)
· Linear measurement & detailing by radiation method)
For this project, the ground survey method was adopted with the use of total station and its accessories for data acquisition in order to identify the physical features and to determine The XY coordinates (i.e Northing, Eastings).	


3.1 RECONNAISSANCE
Reconnaissance which is the first stage and vital aspect of any survey work
Carried out is as well the preliminary stage of this project.
This also is the initial operation or preliminary investigation undertaken by the surveyor in order to have a thorough overview of the site before the commencement of the actual survey ,it can also be abbreviated as “recci’’ as the project was concerned the reconnaissance was carried out in two ways.
· Field reconnaissance 
· Office reconnaissance
3.1.0	Field Reconnaissance
This involves the actual [physical] visit to the site and was carried out before the actual operation. This project site was visited by the group in order to have a prior knowledge as well as true picture of the site and to ascertain the information collected during the office planning. The boundaries were marked with wooden peg driven into the ground to avoid disturbance or removal, taking into consideration the following factors.
· Inter-visibility of the selected traverse station.
· Safety of the selected station for future reference.
· Accessibility of the stations.
3.1.1 Office Reconnaissance 
This involves knowing the type of instrument, purpose and accuracy required for the survey to be carried out. Information related to the given project was collected from various sources such as project supervisor. 

3.2	INSTRUMENT TEST
HORIZONTAL COLLIMATION TEST
The aim of this test was to be sure that the line of sight is perpendicular to the trunion axis. 
Procedure:
The Total Station instrument was set over a point and all necessary temporary adjustments (centering, leveling and focusing) performed. Then the configuration menu of the total station was accessed by pressing down the menu key for about two seconds and the calibration sub-menu and consequently the horizontal collimation test was chosen. This test was done by sighting and bisecting a well-defined vertical target about 100m away and taking the horizontal readings on face left and face right. From the analysis of the results, the total station was in good adjustment.
VERTICAL INDEX ERROR TEST
This adjustment ensures that the vertical circle reading is exactly 90° when the line of sight is horizontal. Any deviation from this figure is termed vertical index error. 
Procedure:
The instrument was set over a point and necessary temporary adjustments (centering, leveling and focusing) performed. The vertical index error test was carried out by sighting a target at a distance of about 120m on face left. The vertical circle reading was recorded and on face right the target was sighted and bisected again and the vertical circle reading recorded.

3.2.1	IN-SITU CHECK FOR CONTROL
In-situ checks observations (angular and linear) were executed for the purpose of verifying the integrity of the existing controls. The following observational schedules were executed: 
The instrument was set on KWPT001 and angular observations were made to targets on KWPT002 as back station and KWPT003 as forward station.  
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The results of the observations as shown below confirm that the controls were still in their original positions and therefore suitable for use.
TABLE 2	IN-SITU CHECK DATA ANALYSIS (control pillars).
	STATION
	COORDINATE (m)
	KNOWN VALUES  (m)
	MEASURED VALUES 
(m)
	DIFFERENCE
(m)

	KWPT001
	NORTHING		
EASTING
	935810.324
672500.211
	935810.320
672500.208
	0.004
0.003

	KWPT002
	NORTHING		
EASTING
	935847.115
672485.342
	935847.109
672500.346
	+0.006
-0.004

	KWPT003
	NORTHING		
EASTING
	935821.452
672428.394
	935821.449 
672428.398
	0.003
-0.004



.
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.
.111

KWPT003
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FIGURE 3.2.1 Diagram Showing Control Used
3.2.2	DATA ACQUISITION 
This involves the processes in acquiring the data needed for the project. This involves the actual making of measurements and recording of observed data on the field. There are different methods of acquiring data in the site but in the course of our project, total station was used.
3.2.3 Geometric Data Acquisition.
These are positional data, that is, they are data having the [X, Y,] coordinates which is possible to locate their position on the surface of the earth.
3.2.4 Attribute Data Acquisition.
	These data are acquired by social survey, these are data used for defining the purpose of features located on the earth surface.
3.2.5 EQUIPMENT USED/SYSTEM SELECTION AND SOFTWARE 
This comprises of two components, namely: the hardware components and software components. 
HARDWARE COMPONENT: These are the physical equipment used for the execution of the project and they are: 
1. Total station and its accessories 
2. Steel tape
3. Nails and bottle corks 
4. Field book and pen 
5. Personal computer 
6. pegs
SOFTWARE USED FOR DATA PROCESSING 
1. AutoCAD 2017 for plotting the boundary and detailing
2. Note Pad, and Microsoft Excel (for Script preparation, editing and restructuring of data and report writing). 
3.2.6    SETTING OUT OF PERIMETER BOUNDARY
	Based on the office planning and field reconnaissance conducted, the instrument was first set on Control Pillar KWPT001 being the closest control and all temporary adjustment performed. The coordinate of the control point KWPT001 was key into the instrument.KWPT002 was sighted as back sight.
	The coordinates of the station KWPT002 was key-in the instrument via the keyboard. The instrument then computed the bearing between the two stations for orientation. Then coordinates of points to be set out were entered into the total station and the setting out program of the instrument was used to get the angle to turn in order to face the direction of the point after orientation, the instrument was rotated until horizontal angle read 0 00’ 00”, reflector was held along the direction and distance between the instrument and the reflector was measured.  The instrument displayed the remaining of the point to be fixed distance as either positive or negative. Positive distance means that the reflector should move away from the instrument by that amount while negative distance means that the reflector should move towards the instrument. When the horizontal angle read 000’ 00” and measured distance displayed 0.000m this marked the exact position to be set out.
3.3     MONUMENTATION
	The beacons measuring 18cm by 18cm by 75 cm were molded in-situ with a mixture of 1:2:3 of cement, sand and gravel respectively.  A 12mm diameter Iron rod defines the center of the beacon was placed. The perimeter boundary line was cleared to ensure inter-visibility between the beacons. The numbering of the beacons was carried out after molding in a clockwise pattern with an arrow pointing to the succeeding station.
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FIGURE 3.2:	PROPERTY BEACON
3.4  	PERIMETER TRAVERSING 
	After the demarcation, capping and numbering of the beacons, the actual data acquisition using the total station South TC1010 
commenced. The traverse started from KWPT001 with KWPT002 as reference point. The total station was set up over control KWPT001, centered, leveled and telescope focused to eliminate parallax. The parameters of the instrument station i.e. station name, height of instrument over the station mark, and the XY coordinates of the station were keyed in. The reference control point was then bisected and the station name KWPT002, height of target over the station mark, and the XY coordinates of the station were key in.  Though the total station was set in coordinate mode it actually measured and recorded horizontal readings, vertical readings and distances automatically into the internal memory of the instrument on both faces which it used to compute and display coordinates. At every set up of the total station, the temporary adjustment was carried out 
	This is the determination of bearing and distance of series of connected lines from known coordinated point so as to obtain coordinate of the newly established station.
	This include the following with formula
· Linear measurement : the difference between the coordinates were first derived using (∆E=E2-E1, E3-E2) etc. and the distance of end traverse leg was obtained  using the formula: distance =√(∆E)^2 +(∆N)^2 
· Angular measurement: to calculated the bearing after the difference in coordinates has been derived, the formula is Bearing=Tan-1 ∆E/∆N.
3.4.1.   COORDINATES OF THE BOUNDARY
TABLE 3: The coordinates are as follows
	PIL NO
	Easting
	Northing

	KWC100P
	672845.308
	935617.237

	KWC101P
	672876.040
	935671.714

	KWC102P
	672896.052
	935662.038

	KWC103P
	672931.641
	935722.229

	KWC104P
	672981.600
	935659.574

	KWC105P
	672987.331
	935657.876

	KWC106P
	672990.948
	935655.299

	KWC107P
	672945.909
	935598.293

	KWC108P
	672934.100
	935585.886

	KWC109P
	672927.579
	935584.796


Source: Author 2025
3.5   DETAIL SURVEY
Detailing of all features (both natural and man-made) within the site was made by shooting ray to fixing with the instrument.
The instrument was set up on station KWPT001,switched on and adjustments were carried out. Then, “Job” and “Station Name” were set in the instrument so as to recall the coordinates of the boundary point from the instrument’s memory. Also, heights of instrument above the instrument station and heights of reflectors were measured with steel tape and stored in the instrument’s memory. A reflector placed on beacon KWPT002 was bisected for orientation. The Total station was instructed to compute the bearing between the two stations after input of the orientation station name KWPT003. One of the site assistant placed a reflector  at the edge of a building , the reflector’s cross hair was bisected with that of the telescope of the total station and “DIST” key was pressed for measurement, display and recording. Then the width of the scream was measured with a 50meter steel tape. The same procedure was adopted in detailing the express way by setting on a boundary beacon KWPT002and orienting KWPT003.In this case, all the edges of the carriage way and some buildings were picked.


CHAPTER FOUR
4.0	DATA PROCESSING
 As the instrument downloading cable is faulty, Microsoft Excel 2007 Software was used to type the final coordinates of all points except the unwanted part of the data like the temporary controls which were later transported to Note pad and AutoCAD software 2017.
4.1	RESULT ANALYSIS
	The data was analyzed and found to meet with the departmental standards and this is the main traverse result extracted from field, then it was arranged accordingly as the observation was held in the field. The results are as follows.
4.2	COMPUTATION
Table 4: Back Computation 
	FROM PIL
	Bearing 
	Distance (m) 
	Coordinates
     E                       N
	TO PIL

	
	
	
	672845.308
	935617.237
	PIL 1

	PIL 1
	290      20’ 
	62.59
	672876.040
	935671.714
	PIL 2

	PIL 2
	1150    50’ 
	22.39
	672896.052
	935662.038
	PIL 3

	PIL 3
	300      33’
	69.88
	672931.641
	935722.229
	PIL 4

	PIL 4
	1410     26’ 
	80.14
	672981.600
	935659.574
	PIL 5

	PIL 5
	1060     30’ 
	5.98
	672987.331
	935657.876
	PIL 6

	PIL 6
	1220    30’ 
	4.63
	672990.948
	935655.299
	PIL 7

	PIL 7
	2180    27’
	72.90
	672945.909
	935598.293
	PIL 8

	PIL 8
	2240    10’
	17.30
	672934.100
	935585.886
	PIL 9

	PIL 9
	2600    09’
	6.37
	672927.579
	935584.796
	PIL 10

	PIL 10
	2910    31’
	88.44
	672845.308
	935617.237
	PIL 1



To calculate for distance
D= 
To calculate bearing 
Tan-1 
DOUBLE LATITUDE METHOD
 
-5.861
-11.722
-7.169
-18.891 x 148.328= - 2802.064248
-7.169
-26.060
-184.335
-210.395 x -2.833= 596.049035
-184.335
-394.730
-104.689
-499.419 x -2.141 = 1069.356079
-104.689
-604.108
+01.130
-602.978 x -277.118= 167096.0574
+01.130
-601.848
+300.924
-300.924 x + 06552 = - 1971.654048
+300.924
+ 000.000
19945.0798
     2
Area= 9972.5399sqmtrs
4.4	GRAPHIC PLOTTING
 This simply refers to the graphically representation i.e. plotting of plan. It was plotted using AutoCAD and other software in a computer system and a suitable scale was used to for the hard copy format. Presented information include boundary details and beg, conventional sign and symbol were also used in the plan.
The digital plan was produced using AutoCAD software and these are procedures followed.
· Switch on the computer and allow it to boost 
· Select notepad, from notepad, a script file for the coordinate p-line easting, northing was structured.
· File was saved with extension. SCR
· AutoCAD was launched.
· Format was clicked and set the unit then press “OK”
· Press “Tool” and select Run script to pick your saved file then press escape and press zoom, extent and the image was displayed.
The boundary line was changed to Red and necessary editing was done





















CHAPTER FIVE
5.0	SUMMARY, CONCLUSION, PROBLEM ENCOUNTERED AND RECOMMENDATION 
 5.1	SUMMARY
The reconnaissance survey was properly carried out both in office and field, this is done for proper planning of the operation by location initial controls that is within the project site for proper orientation, the instrument to be used and selection of traverse station in which the indelibility of the selected were put into consideration and finally, drawing of sketched diagram of the area to be surveyed. 
This project is done at Gaa-Immam Secondary School, Ilorin. The project was carried out in accordance with third order specification. The field operation included perimeter traverse and detailing survey. Therefore; data processing was done and the plan was produced finally in digital format title plan showing all the feature of the area.
5.2	CONCLUSION
The survey work was carried out in accordance with survey and regulations as well as our supervisors guide lines which mace aims and objectives of this project to be successively achieved.
The project task and exercise has been successfully executed since the results of the above operation agreed with the requirements and accuracy of third order and the survey plan of the study area were produced the practical was done in accordance with survey rules and regulation and department instructions in carrying out the project conclusively the report writing was done on how the entire project was executed both field work.

5.3	PROBLEM ENCOUNTERED
Some problems encountered during the execution of this project are as follows:
i. Project area was very bushy.
ii. There was delayed in the collection of instrument to be used for the project
iii. Insufficient financial back up.
5.4	RECOMMENDATIONS
Having participated fully to the success of this project, I recommend the followings to the department and the school authority. 
i. There should provision of more modern surveying instrument so that every practical and project would be executed very fast.
ii. Practical oriented courses should be in all levels so that every student will be familiar with the instruments. The instrument must be in the reach of every student at-any given time.
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APPENDIX
	PT1
	935564.886
	672756.164

	PT2
	935535.333
	672740.723

	PT3
	935535.527
	672739.947

	PT4
	935537.878
	672733.566

	PT5
	935537.539
	672732.329

	PT6
	935556.534
	672747.712

	PT7
	935556.796
	672746.962

	PT8
	935558.529
	672737.653

	PT9
	935558.618
	672736.97

	PT10
	935567.146
	672736.63

	PT11
	935566.376
	672736.16

	PT12
	935569.22
	672726.327

	PT13
	935570.187
	672726.342

	PT14
	935577.22
	672726.729

	PT15
	935578.007
	672726.83

	PT16
	935563.929
	672752.016

	PT16
	935564.519
	672751.367

	PT18
	935567.348
	672762.382

	PT19
	935576.187
	672762.243

	PT20
	935576.83
	672762.353

	PT21
	935550.27
	672851.113

	PT22
	935550.272
	672851.691

	PT23
	935549.62
	672860.288

	PT24
	935549.365
	672861.209

	PT25
	935560.335
	672868.457

	PT26
	935560.485
	672867.209

	PT27
	935561.897
	672846.693

	PT28
	935561.353
	672845.733

	PT29
	935565.779
	672840.171

	PT30
	935565.021
	672839.816

	PT31
	935574.036
	672841.026

	PT32
	935574.588
	672841.087

	PT33
	935564.224
	672874.562

	PT34
	935564.104
	672875.867

	PT35
	935573.661
	672877.119

	PT36
	935572.876
	672877.066

	BLD
	935529.738
	672979.07

	BLD
	935530.848
	672932.497

	BLD
	935519.665
	672926.073

	BLD
	935519.823
	672924.762

	BLD
	935518.406
	672924.553

	BLD
	935516.49
	672925.965

	BLD
	935512.903
	672810.616

	BLD
	935516.432
	672778.042

	BLD
	935490.537
	672777.86

	BLD
	935483.873
	672772.388

	BLD
	935464.925
	672776.701

	BLD
	935448.847
	672775.215

	BLD
	935425.731
	672774.609

	BLD
	935409.675
	672773.955

	BLD
	935388.723
	672773.104

	BLD
	935375.257
	672773.041

	BLD
	935411.233
	672760.654

	BLD
	935388.176
	672698.307

	PILLAR
	935617.237
	672845.308

	PILLAR
	935671.714
	672876.040

	BLD
	935392.111
	672744.965

	BLD
	935411.974
	672747.956

	BLD
	935352.116
	672772.131

	BLD
	935338.458
	672771.597

	BLD
	935315.839
	672798.432

	BLD
	935286.532
	672733.697

	PILLAR
	935167.447
	672685.23

	PT36
	935173.778
	672684.685

	PT38
	935177.517
	672677.882

	PT39
	935183.834
	672678.145

	PT40
	935177.193
	672685.398

	BLD
	935173.429
	672694.484

	BLD
	935217.407
	672696.132

	BLD
	935216.705
	672725.99

	CP
	935301.811
	672822.896

	CP
	935293.53
	672835.646

	CP
	935301.737
	672822.995

	
	
	

	BLD
	935336.792
	672818.963

	PT41
	935280.262
	672838.326

	PT42
	935280.146
	672839.221

	PT43
	935278.781
	672847.166

	PT44
	935278.934
	672846.509

	BLD
	935248.384
	672868.768

	BLD
	935281.393
	672869.757

	BLD
	935279.189
	672934.038

	BLD
	935285.545
	672993.185

	BLD
	935286.289
	672978.448

	BLD
	935304.368
	672968.38

	BLD
	935332.998
	672918.7

	BLD
	935334.845
	672871.542

	BLD
	935348.38
	672871.996

	BLD
	935385.306
	672873.293

	BLD
	935408.838
	672874.102

	BLD
	935422.304
	672874.626

	BLD
	935459.082
	672875.961

	CP
	935313.002
	672935.728

	CP
	935310.736
	672934.851

	CP
	935310.745
	672934.896

	BLD
	935244.651
	680005.207

	BLD
	935241.134
	672992.199

	BLD
	935231.219
	672993.749

	PT45
	935219.153
	680034.93

	PT46
	935218.101
	680041.048

	PT47
	935218.044
	680043.141

	PT48
	935215.089
	680049.184

	BLD
	935333.761
	680013.229

	BLD
	935337.346
	672970.07

	BLD
	935391.49
	672975.326

	BLD
	935405.219
	672971.573

	BLD
	935406.771
	672924.534

	BLD
	935407.022
	672921.431

	BLD
	935383.598
	672920.509

	BLD
	935370.095
	672920.022

	BLD
	935447.257
	672997.105

	BLD
	935460.192
	672997.451

	BLD
	935465.485
	672998.258

	BLD
	935473.413
	672998.171

	BLD
	935490.687
	680002.882

	BLD
	935511.077
	680002.672

	PT49
	935448.123
	672985.276

	PT50
	935445.635
	672989.668

	PT51
	935424.941
	672986.124

	PT52
	935402.52
	672976.394

	PT53
	935398.639
	672966.399

	PT54
	935397.21
	672949.696

	PT55
	935288.149
	672962.812

	PT56
	935269.461
	672981.642

	PT57
	935268.85
	672951.393

	PT58
	935290.529
	672947.781

	PT59
	935303.627
	672935.296

	PT60
	935317.191
	672908.193

	PT61
	935298.441
	672908.159

	PT62
	935299.669
	672868.08

	PT63
	935321.107
	672867.637

	PT64
	935302.89
	672837.416

	PT65
	935524.974
	680006.436

	PT66
	935538.588
	680010.272

	PT67
	935524.99
	680006.441

	BLD
	935485.404
	672977.729

	PT68
	935495.045
	672982.422

	PT69
	935524.575
	672991.883

	PT70
	935528.083
	680018.882

	PT71
	935546.294
	680017.233

	PT72
	935553.449
	672994.555

	PT73
	935555.975
	672975.175

	PT74
	935556.689
	672948.746

	PT75
	935558.779
	672905.366

	PT76
	935542.723
	672894.376

	PT77
	935529.489
	672859.421

	PT78
	935537.761
	672934.688

	PT79
	935554.469
	680018.731
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